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“Tested” followed by the requalifica-
tion date (month/year), e.g., “‘Tested 9/
04.”” The marking must be in letters
and numbers at least 12 mm (0.5 inches)
high. The requalification marking may
be placed on any portion of the upper
end of the cylinder near the marking
required in (d)(3) of this section or on a
metal plate permanently secured to the
cylinder. Stamping on the cylinder
sidewall is not authorized.

(10) Record retention: The owner of
each salvage cylinder or his authorized
agent shall retain a record of the most
recent visual inspection and pressure
test until the salvage cylinder is re-
qualified. The records must be made
available to a DOT representative upon
request.

(e) Emergency transportation of DOT
34480 or 3A4A480 cylinders and DOT
106 A500 multi-unit tank car tanks. (1) A
DOT 3A480 or DOT 3AA480 cylinder con-
taining chlorine or sulphur dioxide
that has developed a leak in a valve or
fusible plug may be repaired tempo-
rarily by trained personnel using a
Chlorine Institute Kit “A” (IBR, see
§171.7 of this subchapter). The repaired
cylinder is authorized to be trans-
ported by private or contract carrier
one time, one way, from the point of
discovery to a proper facility for dis-
charge and examination.

(2) A DOT 106A500 multi-unit tank
car tank containing chlorine or sul-
phur dioxide that has developed a leak
in the valve or fusible plug may be
temporarily repaired by trained per-
sonnel using a Chlorine Institute Kit
“B” (IBR, see §171.7 of this subchapter).
The repaired tank is authorized to be
transported by private or contract car-
rier one time, one way, from the point
of discovery to a proper facility for dis-
charge and examination.

(3) Training for personnel making the
repairs in paragraphs (d)(1) and (d)(2) of
this section must include:

(i) Proper use of the devices and tools
in the applicable Kits;

(ii) Use of respiratory equipment and
all other safety equipment; and

(iii) Knowledge of the properties of
chlorine and sulphur dioxide.

(4) Packagings repaired with ‘““A’’ or
“B” kits must be properly blocked and

49 CFR Ch. | (10-1-11 Edition)

braced to ensure the packagings are se-
cured in the transport vehicle.

[Amdt. 173-224, 55 FR 52607, Dec. 21, 1990, as
amended at 56 FR 66265, Dec. 20, 1991; Amdt.
173-234, 58 FR 51531, Oct. 1, 1993; Amdt. 173
261, 62 FR 24719, May 6, 1997; 66 FR 45380, Aug.
28, 2001; 68 FR 48569, Aug. 14, 2003; 69 FR 76154,
Dec. 20, 2004; 70 FR 3307, Jan. 24, 2005; 68 FR
61941, Oct. 30, 2003; 70 FR 34397, June 14, 2005;
70 FR 56098, Sept. 23, 2005; 75 FR 27213, May
14, 2010; 76 FR 43528, July 20, 2011]

§173.4 Small quantities for highway
and rail.

(a) When transported domestically by
highway or rail in conformance with
this section, quantities of Division 2.2
(except aerosols with no subsidiary
hazard), Class 3, Division 4.1, Division
4.2 (PG II and III), Division 4.3 (PG II
and III), Division 5.1, Division 5.2, Divi-
sion 6.1, Class 7, Class 8, and Class 9
materials are not subject to any other
requirements when—

(1) The maximum quantity of mate-
rial per inner receptacle or article is
limited to—

(i) Thirty (30) mL (1 ounce) for au-
thorized liquids, other than Division
6.1, Packing Group I, Hazard Zone A or
B materials;

(ii) Thirty (30) g (1 ounce) for author-
ized solid materials;

(iii) One (1) g (0.04 ounce) for author-
ized materials meeting the definition
of a Division 6.1, Packing Group I, Haz-
ard Zone A or B material; and

(iv) An activity level not exceeding
that specified in §§173.421, 173.424,
173.425 or 173.426, as appropriate, for a
package containing a Class 7 (radio-
active) material.

(v) Thirty (30) mL water capacity (1.8
cubic inches) for authorized Division
2.2 materials.

(2) With the exception of temperature
sensing devices, each inner receptacle:

(1) Is not liquid-full at 55 °C (131 °F),
and

(ii) Is constructed of plastic having a
minimum thickness of no less than 0.2
mm (0.008 inch), or earthenware, glass,
or metal;

(3) Each inner receptacle with a re-
movable closure has its closure held se-
curely in place with wire, tape, or
other positive means;

(4) Unless equivalent cushioning and
absorbent material surrounds the in-
side packaging, each inner receptacle
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is securely packed in an inside pack-
aging with cushioning and absorbent
material that:

(i) Will not react chemically with the
material, and

(ii) Is capable of absorbing the entire
contents (if a liquid) of the receptacle;

(6) The inside packaging is securely
packed in a strong outer packaging;

(6) The completed package, as dem-
onstrated by prototype testing, is capa-
ble of sustaining—

(i) Each of the following free drops
made from a height of 1.8 m (5.9 feet)
directly onto a solid unyielding surface
without breakage or leakage from any
inner receptacle and without a sub-
stantial reduction in the effectiveness
of the package:

(A) One drop flat on bottom;

(B) One drop flat on top;

(C) One drop flat on the long side;

(D) One drop flat on the short side;
and

(E) One drop on a corner at the junc-
tion of three intersecting edges; and

(ii) A compressive load as specified in
§178.606(c) of this subchapter.

NOTE TO PARAGRAPH (a)(6): Each of the
tests in paragraph (a)(6) of this section may
be performed on a different but identical
package; i.e., all tests need not be performed
on the same package.

(7) Placement of the material in the
package or packing different materials
in the package does not result in a vio-
lation of §173.21;

(8) The gross mass of the completed
package does not exceed 29 kg (64
pounds);

(9) The package is not opened or oth-
erwise altered until it is no longer in
commerce; and

(10) The shipper certifies conform-
ance with this section by marking the
outside of the package with the state-
ment ‘““This package conforms to 49
CFR 173.4 for domestic highway or rail
transport only.”

(b) A package containing a Class 7
(radioactive) material also must con-
form to the requirements of
§173.421(a)(1) through (a)(b) or
§173.424(a) through (g), as appropriate.

(c) Packages which contain a Class 2
(other than those authorized in para-
graph (a) of this section), Division 4.2
(PG I), or Division 4.3 (PG I) material
conforming to paragraphs (a)(1)

§173.4a

through (10) of this section may be of-
fered for transportation or transported
if approved by the Associate Adminis-
trator.

(d) Lithium batteries and cells are
not eligible for the exceptions provided
in this section.

74 FR 2253, Jan. 14, 2009, as amended at 75 FR
5393, Feb. 2, 2010; 76 FR 3368, Jan. 19, 2011]

§173.4a Excepted quantities.

(a) Excepted quantities of materials
other than articles transported in ac-
cordance with this section are not sub-
ject to any additional requirements of
this subchapter except for:

(1) The shipper’s responsibilities to
properly class their material in accord-
ance with §173.22 of this subchapter;

(2) Sections 171.15 and 171.16 of this
subchapter pertaining to the reporting
of incidents; and

(3) For a Class 7 (Radioactive) mate-
rial the requirements for an excepted
package.

(4) Packagings for which retention of
liquid is a basic function must be capa-
ble of withstanding without leakage
the pressure differential specified in
§173.27(c) of this part.

(b) Authorized materials. Only mate-
rials authorized for transport aboard
passenger aircraft and appropriately
classed within one of the following haz-
ard classes or divisions may be trans-
ported in accordance with this section:

(1) Division 2.2 material with no sub-
sidiary hazard. An aerosol is not in-
cluded as authorized Division 2.2 mate-
rial;

(2) Class 3 materials;

(3) Class 4 (PG II and III) materials
except for self-reactive materials;

(4) Division 5.1 (PG II and III);

(5) Division 5.2 materials only when
contained in a chemical kit, first aid
kit or a polyester resin kit;

(6) Division 6.1, other than PG I, Haz-
ard Zone A or B material;

(7) Class 7, Radioactive material in
excepted packages

(8) Class 8 (PG II and III), except for
UN2803 (Gallium) and TUN2809 (Mer-
cury); and

(9) Class 9, except for UN1845 (Carbon
dioxide, solid or Dry ice), and lithium
batteries and cells.
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